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Basic Connector Dimensions
Most Popular Standard Connectors

33
(1.31)

0.1 DIA.
(2.54)

23.8
(0.94)

(FEMALES ONLY)
CONNECTOR SHOWN IS THE

USTW – DIMENSIONS OF THE 
UST CONNECTOR ARE THE SAME

25
(1)

2.54 DIA.
(0.1)

BODY OF FEMALE IS
SAME SIZE AS THE

BODY OF MALE.

15
(0.59)

33
(1.31)

11.9
(0.47)

LARGE PIN
NEGATIVE

BODY OF FEMALE IS SAME
SIZE AS THE BODY OF MALE

BODY OF FEMALE IS SAME
SIZE AS THE BODY OF MALE

E
+ –

32
(1.25)

25
(1)

38
(1.5)

38
(1.5)

17.4
(0.69)

19
(0.75)

BODY OF FEMALE IS SAME SIZE
AS THE BODY OF MALE

16
(0.63)

LARGE PIN
NEGATIVE

BODY OF FEMALE IS SAME
SIZE AS THE BODY OF MALE

12.7
(0.5)

BODY OF FEMALE
IS SAME SIZE AS

THE BODY OF MALE

G+–

37
(1.44)

4
(0.16)

11
(0.44)

MALE

PATPEND PATPEND

FEMALE

OSTW OSTW & HSTW

OGP DTC NHX & NHXH

NOX OTP GST (HGST)

12.7
(0.5)

12.7
(0.5)

12.7
(0.5)

33
(1.31)

25
(1)

2.54 DIA.
(0.1)

15
(0.59)

12.7
(0.5)

25
(1)

15
(0.59)

4.8
(0.19)

12.7
(0.5)

25
(1)

2.54 DIA.
(0.1)

15
(0.59)

12.7
(0.5)

33
(1.31)

25
(1)

15
(0.59)

12.7
(0.5)

2.54 DIA.
(0.1)

15
(0.59)

11.9
(0.47)

38
(1.5)

25
(1)

BODY OF FEMALE IS SAME SIZE
AS THE BODY OF MALE

OSTW-F IS UNI

25
(1)

2.54 DIA.
(0.1)

11.9
(0.47)

11
(0.437)

11
(0.44)

11
(0.44)

11
(0.44)

11
(0.44)

11
(0.44)

4
(0.16)

4
(0.156)

4
(0.16)

4
(0.16)

4
(0.16)

4
(0.16)

11
(0.44)

4.8
(0.19)

4.8
(0.188)

4.8
(0.19)

4.8
(0.19)

4.8
(0.19)

4.8
(0.19)

15
(0.59)

11
(0.44)

33
(1.94)

12.7
(0.5)

45.64
(1.80)

15.06
(0.59)

11.11
(0.44)

Ø3.96
(0.16)

Ø4.75
(0.19)

33.33
(1.31)

Ø2.77
(0.11)

BODY OF FEMALE IS
SAME SIZE AS THE

BODY OF MALE.

25.4
(1.0)

12.7
(0.5)

OSTW-CC

Dimensions: mm (inches)
Covered by U.S and

International patents and
pending applications

PATENTED

Universal
“Fits All”
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GMALE

PATPEND

FEMALE

32
(1.25)

4.7
(0.18)

37
(1.44)

7
(0.28)

51.5
(2.03)

2.4
(0.09)

8
(0.31)

17
(0.66)

0.8
(0.03)

7.1
(0.28)

21
(0.81)

3.17
(0.13)

MALE FEMALE

6.3
(0.25)

23.4
(0.92)

9.5
(0.38)

28
(1.09)

MALE FEMALE

22.2
(0.88)

27
(1.06)

OMEGA

G + –

OMEGA

G+–

3.17 (0.13) DIA. TYP.

MALE FEMALE

5.8
(0.230)

11
(0.44)

4
(0.157)

8
(0.313)

17
(0.669)

4.7 (0.186)

15
(0.578)
20 (0.800)

2.7 (0.110)

4
(0.160)CL

4 (0.16)

1.8 (0.07)
 19 (0.738)

18 (0.97)
8 (0.32)

 4 (0.16)

7.3 DIA
(0.29)

8.1  (0.32) DIA

11
(0.438)

19
(0.758)

HMPW, SMPW & SMP NMP

SHX & USHX GMP & HGMP

MTP PCC-OST PCC-SMP

3.8
(0.148)

2.54 DIA.
(0.1)
4.8
(0.19)

12.7
(0.5)

8
(0.31)

1
(25.4)

2.4
(0.09)

8
(0.31)

19
(0.75)

12.7
(0.5)

0.8
(0.03)

7.1
(0.28)

12.7
(0.5)

8
(0.31)

8
(0.31)

2.4
(0.09)

2.54 DIA.
(0.1)

2.54 DIA.
(0.1)

0.8
(0.03)

8
(0.31)

2.4
(0.09)

8
(0.31)

19
(0.75)

9.5
(0.38)

9.5
(0.38)

0.8
(0.03)

23.4
(0.92)

2.4
(0.09)

8 (0.31)

8 (0.31)

23.4
(0.92)

8 (0.31)

0.8 (0.03)

27
(1.06)

8 (0.31)

12.7 (0.5)

3.17
(0.13)

3.17 (0.13)

3.17 (0.13)

3.17
(0.13)

3.17
(0.13)

3.17
(0.13)

3.17
(0.13)

8
(0.313)

9.5
(0.38)

19
(0.75)

9.5
(0.38)

9.5
(0.38)

8
(0.31)

4.9 (0.19) 
WIRE HOLE

4.9 (0.19) 
WIRE HOLE

(        )

(        )

(        )

(        )
(        )

(        )
(        )

(        )

(        )

(        )
(        )

(        )

(        )

(        )
(        )

PCC-SMP-V
ø2.5 (0.10)

Male
Connector

Female
Connector

   12.7  (0.5)   29.57
 (1.2)

   20.6
  (0.81)

 2.4
(0.09)

  3.17
 (0.13)

8
(0.31)

0.12 CLAMP RANGE
3.2 (0.12) TO 6.4 (0.25)
WITH CLAMP 

 4.8
(0.19)

 34.11
(1.3)

 25.4
(1.0)

 7.1
(0.28)

 ø4.9 (0.19) WIRE ACCESS
IN CONNECTOR BODY

8
(0.31)

 17
(0.66)

 0.8
(0.03)

 3.17
(0.13)

SMPW-CC

Basic Connector Dimensions
Most Popular Miniature Connectors 
and Circuit Board Connectors

Covered by U.S and
International patents and

pending applications

PATENTED

Dimensions: mm (inches)
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Basic Connector Dimensions
Most Popular Transition 
and Panel Connectors

OMEGA

15 (0.61)
21 (0.84)
23 (0.91)

42 (1.66)

FITS A 4.22 mm (0.17'') JACK

44.4
(1.75)

RECESS FOR IDENTIFICATION
NUMBER — SEE ACCESSORIES

CALIBRATION INFORMATION

24.6 (0.97)
16.6 (0.66)

16.1 (0.635) PANEL HOLE

30.3 (1.195)
PANEL 
HOLE

PANEL THICKNESS
RANGE:  1.19 (0.05)
THRU 4.8 (0.19)

RECESS FOR IDENTIFICATION
NUMBER — SEE ACCESSORIES

CALIBRATION INFORMATION

RECESS FOR IDENTIFICATION
NUMBER — SEE ACCESSORIES

CALIBRATION 
INFORMATION

10.7 (0.42)
4.3 (0.17)

18.2 (0.72)
MOUNTING BRACKETS
1.58 (0.06)  THK 2

55.6
(2.18)

RECESS FOR IDENTIFICATION
NUMBER — SEE ACCESSORIES

CALIBRATION INFORMATION

41.4
(1.630) 
PANEL
HOLE

G

T
11
(0.437)

28.5
(1.13)

28.5 (1.13)
DIA.

JACK WITH
ROUND FACE5.58 (0.25) MAX PANEL

THICKNESS

10.3 (0.41) 1.78 (0.070)

26.9
(1.63)2.54

(0.100)

28.5 (1.13) DIA. CASTELLATED NUT
15.9 (0.625) DIA. PANEL HOLE

8.25 (0.325)
5.25 (0.207)

DIA.

9.5 (0.38)

FRONT MOUNT COMPONENTS
2 EACH FURNISHED

12.7 (0.5) 
LG. #4 MTG.

SCREW

K
20.6

(0.81)

ROUND 
FLANGE

RECESS FOR IDENTIFICATION
NUMBER — SEE ACCESSORIES

20.6 (10.81)

2.54
(0.100)

2.28 (0.090)

14.2 (0.56)
21 (0.83)

15.9 (0.63) PANEL HOLE
0.78 (0.031) "D" FLAT

20.32 (0.800) DIA. CASTELLATED NUT

K

K

14.2 (0.558)

12.2
(0.480)

1.58 (0.06)

9.13 (0.36)

RECESSS FOR IDENTIFICATION
NUMBER — SEE ACCESSORIES

11 (0.437)

10.3 (0.41)

25.4
(1)

2.4 (0.09)

40
(1.56)

K

TAS–U–5 TAS–(  )–(  ) UPJ

SPJ JP TPJ

RSJ–(  ) S & R RMJ MPJ

32
(1.25)19 (0.75)

19
(30.75)

9.5
(0.38)

8
(0.31)

8
(0.31)

4.8 (0.19)
9.5

(0.38)

8
(0.31)

4.8 (0.19)
12.7 (0.5)

16.6
(0.66)

11 (0.437)

3.17
(0.13)

23.8 (0.94)

3.17
(0.13)19

(0.75)

19 (0.75) 3.17
(0.13)

3.17
(0.13)

19 (0.75

3.17
(0.13)

19 (0.75)

23.8
(0.94)

24.6 (0.97) 24.6
(0.97) 24.6

(0.97)

16.6
(0.66)

16.1 (0.635) PANEL HOLE 16.1 (0.635) PANEL HOLE

PANEL THICKNESS
RANGE: 1.19 (0.05)
THRU 4.8 (0.19)

44.4
(1.75)

44.4
(1.75)

30.3 (1.195)
PANEL 
HOLE

16.6
(0.66)

16.6
(0.66)

16.6 (0.66)

11 (0.437) 11 (0.437)

11 (0.437)

30.3 (1.195)
PANEL 
HOLE

11
(0.44)

4.8 (0.19)

16.6
(0.66) 16.6

(0.66)

11 (0.437)

16 (0.630) PANEL HOLE

PANEL THICKNESS
RANGE: 1.19 (0.05)
THRU 4.8 (0.19)

19 (0.75)

16.6
(0.66) 8 (0.31)

8 (0.31)

8 (0.31)

12.7 (0.5)

28.5
(1.13)

24.6
(0.97)

Dimensions: mm (inches)

Covered by U.S and
International patents and

pending applications

PATENTED



G-74

G

Basic Connector Dimensions
Most Popular Multipin and 
Miscellaneous Connectors

T S

2.9 
(0.116)

DIA.

Z
CLEAR

M

34.9 (1.375)
27.3 (1.075)

18.2
(0.718)

Y
CLEAR

PINS T S Y Z M THRD.
5

12

24

41

55

18.26 
(0.72)

23.88 
(0.94)

19.05 
(0.75)

14.48 
(0.57) 0.562-24 UNEF

20.62 
(0.81)

26.16 
(1.03)

23.11 
(0.91)

19.30 
(0.76) 0.750-20 UNEF

24.61 
(0.97)

31.75 
(1.25)

28.19 
(1.11)

24.13 
(0.95) 0.937-20 UNEF

29.36 
(1.16)

36.58 
(1.44)

33.78 
(1.33)

30.48 
(1.20) 1.187-18 UNEF

31.75 
(1.25)

39.62 
(1.56)

36.83 
(1.45)

33.53 
(1.32)

1.312-18 UNEF

F

M

F

T
DIA.S

DIA.

R

M

3.25 
(1.280)

15.4
(0.61)

12.7
(0.50)

3.0 (0.12)
DIA.

3.7 (0.14)

55.55 (2.19)
57.71 (2.27)

53.04 (2.09)
69.31 (2.73)
66.93 (2.64)

41.28 (1.63)

30.81 (1.21)
39.14 (1.54)

27.51 (1.08)
19.28 (0.76)

(50 PIN)

(50 PIN)

(37 PIN)

(37 PIN)

(25 PIN)

(25 PIN)

(15 PIN)

(15 PIN)

(9  PIN)

(9  PIN)
18.2 (0.72)

4.8 (0.19) 1.5 (0.06)
2.1 (0.08)

9.5 (0.38)

1.7 (0.07)

FEMALE

MALE

22.2 
(0.88) 28.6 

(1.13)

11.1 
(0.44) TYP.

2,3,4,5,6,8,10,12,16 & 20

188.9 (7.44) (16 POSITION UNIT)

241.3 (9.5) (20 POSITION UNIT)
HAS TWO EXTRA MTG HOLES IN CENTER

4.0 (0.16)
10.7 (0.42)

CLEARENCE HOLES
FOR No. 8 SCREWS

12.7 (0.5)

7.9 (0.31)

7.1 (0.28)

17.9 (0.70) 10.7 
(0.42)

3.9 (0.15) DIA.

0.8 (0.03) THICK

15.1 (0.59)

7.9 (0.31) 4.1 (0.16)

5.6 (0.22) 0.8 (0.31) THICK
3.8 (0.15)

1.5 
(0.06) DIA.

3.2 
(0.13) 
DIA.

8.1 
(0.32)

1

2

3

4 15.2
(0.60) DIA.

7.0 (0.28)
9.5 

(0.38)

35.4
(1.40)

8.6
(0.34) DIA.

POLARIZING GROOVE

39.0
(1.54)

12.7
(0.50)

POLARIZATION 
& GROUNDING LATCH RELEASE

26.7
(1.05)

8.6
(0.34)

10.5
(0.41)

11.9 (0.47)

4.9 (0.20)
DIA.

POLARIZING  GROOVE

FLAT FOR "D"
HOLE MOUNTING

12.4
(0.49)

9.9 (0.390)

1.0 
(0.04)

4.2 (0.17)6.4 (0.25)

14.3 X 2.4 (0.56 X .093)

15.9 X 0.5 (0.63 X 0.02)
FLAT WASHER

HEX. NUT

MAX. PANEL
THICKNESS

-32 UNS-2A7 16/

2.4 
(0.09)

15.1 (0.59) MAX. DIA.
11.6 (0.46)

4.2 (0.17)

6.8 (0.27)

8.1
(0.32)

14.3 (0.56)

5.6 
(0.22)

2.4 (0.09)
5.3 

(0.21)

MAX.
DIA.

2.8 (0.11)
11.3

(0.45)

24.4
(0.96)

17.1
(0.68)

18.8
(0.74)

2.6 (0.10) DIA. HOLE
0C'SINK 82 TO 0.200 

POLARIZATION
& GROUNDING

) 

PUSH

ALL DIMENSIONS SAME AS SHOWN ABOVE

FEMALE MALE

12.40 (0.49)

2.64 
(0.10)

1.96 (0.08)

2.59 (0.10)
19.56
(0.08)

10.16 
(0.04)

7.77 (0.31)

4.75 
(0.19)

1.96 
(0.08)

2.59 
(0.10)

2.64 
(0.10)

7.77
(0.31)

2.8 (0.11)

23.24 (0.92)

21.69 (0.85)
12.62 (0.50)

SHOWN ENLARGED

SHOWN ENLARGED

MTC  (  )  FF FC  &  MC MTC MSP

SMTC SMTC PINS TA  (  )  F TA  (  )  M

TA  (  )  FL TA  (  )  ML

SLTLBS

CH62TBTY

TERMINAL STRIP

50 PIN UNITS HAVE
3 ROWS OF PINS

1.5 (0.06)
2.1 (0.08)
1.0 (0.04)

4.8 (0.19)

9.5 (0.38)

1.7 (0.07)

8.6
(0.34)

10.5
(0.41)

PINS S T F M THRD R THRD.
5

12

24

41

55

21.08
(0.83)

13.46
(0.53)

27.67
(1.09) 0.687-240.562-24

25.15
(0.99)

17.78
(0.70)

32.77
(1.29) 0.875-200.750-20

30.23
(1.19)

22.61
(0.89)

38.61
(1.52) 1.062-180.937-20

36.07
(1.42)

28.45
(1.12)

45.97
(1.81) 1.312-181.187-18

39.37
(1.55)

31.75
(1.25)

49.53
(1.95) 1.437-181.312-18

1.96 
(0.08)

1.96 (0.08)

1.96 
(0.08)

2.59 
(0.10)

2.64 
(0.10)

1.96 
(0.08)

1.96 (0.08)

10.16 
(0.04)

2.64 
(0.10)

1.96 (0.08)

2.59 (0.10)
19.56
(0.08)

23.24 (0.92)

7.77 (0.31)

4.75 
(0.19)

3.05 (0.12)

21.69 
(0.85)

7.77
(0.31)

R THRD.

0.687-24

0.875-20

1.062-18

1.312-18

1.437-18

R

1.8 (0.07)

Dimensions: mm (inches)

Covered by U.S and
International patents and

pending applications

PATENTED



More than 100,000 Products Available!

Calibrators, Connectors, General Test and Measurement
Instruments, Handheld Instruments for Temperature
Measurement, Ice Point References, Indicating Labels,
Crayons, Cements and Lacquers, Infrared Temperature
Measurement Instruments, Recorders, Relative Humidity
Measurement Instruments, PT100 Probes, PT100 Elements,
Temperature & Process Meters, Timers and Counters,
Temperature and Process Controllers and Power Switching
Devices, Thermistor Elements, Probes and Assemblies,
Thermocouples, Thermowells and Head and Well
Assemblies, Transmitters, Thermocouple Wire, RTD Probes

Displacement Transducers, Dynamic Measurement Force
Sensors, Instrumentation for Pressure and Strain
Measurements, Load Cells, Pressure Gauges, Pressure
Reference Section, Pressure Switches, Pressure Transducers,
Proximity Transducers, Regulators, Pressure Transmitters,
Strain Gauges, Torque Transducers, Valves

Conductivity Instrumentation, Dissolved Oxygen
Instrumentation, Environmental Instrumentation, pH
Electrodes and Instruments, Water and Soil Analysis
Instrumentation

Band Heaters, Cartridge Heaters, Circulation Heaters,
Comfort Heaters, Controllers, Meters and Switching
Devices, Flexible Heaters, General Test and Measurement
Instruments, Heater Hook-up Wire, Heating Cable
Systems, Immersion Heaters, Process Air and Duct,
Heaters, Radiant Heaters, Strip Heaters, Tubular Heaters

Air Velocity Indicators, Doppler Flowmeters, Level
Measurement, Magnetic Flowmeters, Mass Flowmeters,
Pitot Tubes, Pumps, Rotameters,Turbine and Paddle Wheel
Flowmeters, Ultrasonic Flowmeters, Valves,Variable Area
Flowmeters, Vortex Shedding Flowmeters

Communication Products and Converters, Data
Acquisition and Analysis Software, Data Loggers
Plug-in Cards, Signal Conditioners, USB, RS232, RS485,

and Parallel Port Data Acquisition Systems,
Transmitters and Receivers

Ehernet
Wireless




